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A Krystal Planet Home Energy Consultant will visit your 
home, review your energy consumption, identify potential 
areas where energy can be saved, calculate your estimated 
savings and provide you with a simple report.  This report 
helps you evaluate how much you can save over time, 
simply by making your home and vehicles more energy 
efficient.  

Your Home Energy Consultant can also advise you on 
preferred energy efficiency financing that is available, as 
well as state and federal incentives which may be 
applicable in your area, such as property tax exemptions 
and rebates.

All energy savings help your health and the environment by 
reducing pollution & emissions.

The benefits of installing a renewable energy system and 
performing other energy saving retrofits extend beyond 
financial assistance and reduced energy bills. Installing 
solar or wind technology and building in other energy 
savings is likely to build home equity and improve resale 
value by $18,000 or more*. 

� Save $15 to $100 or more per month on your 
electric, gas, water and fuel costs, with returns 
on investment from 30% to over 100%!

� Support the Freedom Plan and help America 
convert to renewable energy and reduce 
dependence on foreign oil 

� Help your health and clean up the air!  Reduce 
environmental emissions and pollutants 

� Minimal change in lifestyle and comfort – you 
don’t have to sacrifice to help the environment 

� Modern appliances and products that enhance 
the beauty of your home and increase its 
market value

� Superior service from your knowledgeable 
home energy consultant, as well as support 
from seasoned professionals, including a LEED-
accredited architect 

� We offer only the “best in class” products with 
preferred pricing – most are Energy Star rated

� Even simple energy-efficient home 
improvements can boost home value by 
$18,000*! 
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*Rick Nevin, vice president of ICF Consulting, a Fairfax, VA-based 
international consulting firm produced two scientific studies that show how 
energy-efficient home improvements can boost home value by $18,000 or 
more.
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Size compares to 
size of 60 Watt 
incandescent!
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January

14 Watts (60 watts*)

April

15 Watts (60 watts*)

February March

May June
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19 Watts (75 watts*)

July August September

October
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23 Watts (100 watts*)

November December
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20 Watts (75 watts*)
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28 Watts (100 watts*)

23 Watts (100 watts*)16 Watts (75 watts*)

27 Watts (100 watts*)

23 Watts (100 watts*)

15 Watts 
(60 watts*)

Page 8 *incandescent equivalent

Eliminates 
odors!

15/23/32 Watts 
(50/100/150 watts*)
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These are among the most advanced, highest quality compact 
fluorescent bulbs available. The bulbs have outstanding lumens 
maintenance, quickly reaching full brightness when turned on, 
with amalgam technology to help maintain consistent light output
over a range of operating temperatures and bulb orientations. 
The glass diffuser is made so it will not discolor with age. The tri-
color phosphors provide slightly better color rendering than many 
other brands of compact fluorescents. The base is nickel plated 
brass, helping to prevent corrosion in the socket. Finally, the 
ballast is 100% FCC Class B shielded, which will prevent 
disruption with other nearby electronic equipment. 
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Dimensions (14w): Width 2.4", Length 4.8" 
Dimensions (23w): Width 2.6", Length 5.9" 
Light Output (14w): 800 lumens 
Light Output (23w): 1,400 lumens 
Color Rendering: 88 CRI 
Minimum Start Temperature: -22 degrees Fahrenheit 
Maximum Operating Temperature: 122 degrees Fahrenheit 
Rated Lifetime: 10,000 hours 
Power Requirements: 120 Volts AC, 60 Hz 
Warranty: One Year 
Packaging: English, French, Spanish 
Origin: Japan 
Approvals: CSA, UL, ENERGY STAR
Model #: EFA14E50, EFA23E50 

100 Watts

75 Watts

60 Watts

Incandescent 
Comparison

$8.50 Qty 119 WattsHER 340

PriceWattageProduct 

$8.95 Qty 123 WattsHER 341

$8.00 Qty 114 WattsHER 339

daylight decorative bulbs
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60 Watts

75 Watts

100 Watts

Incandescent 
Comparison

$8.95 Qty 120 WattsHER 368

PriceWattageProduct 

$7.50 Qty 115 WattsHER 367

$9.50 Qty 128 WattsHER 366
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These capsule-style light bulbs have a glass cover over the 
fluorescent tubes, making them especially appropriate for 
applications in which the lamp will be seen. The brightness of the 
15 watt light bulb is close to that of a 40-75 watt incandescent 
light bulb, the 20 watt is similar to a 60-75 watt incandescent, 
and the 28 watt version is as bright as a 75-100 watt 
incandescent bulb. In addition, these bulbs can easily be 
converted into reflectors with Panasonic Capsule Reflector 
Collars, though using these bulbs in recessed cans may shorten 
their life. 

Initial Light Output (15 watt): 810 Lumens 
Initial Light Output (20 watt): 1,200 Lumens 
Initial Light Output (28 watt): 1,680 Lumens 
Dimensions (15 watt): Width 2.4", Length 5.3" 
Dimensions (20 watt): Width 2.4", Length 6.2" 
Dimensions (28 watt): Width 2.7", Length 6.6" 
Color Rendering: 88 CRI 
Color Temperature: 5,000 degrees Kelvin 
Minimum Start Temperature: -22 degrees F 
Rated Lifetime: 10,000 hours 
Power Requirements: 120 Volts AC, 60 HZ 
Warranty: One Year 
Packaging: English, French, Spanish 
Origin: Japan 
Approvals: CSA, UL, ENERGY STAR

Page 10



www.krystal-planet.com

%�
�&����'���	����(��
���$��$)�
�����
�	�	���
�������

Page 11



www.krystal-planet.com

Price: $10.95
Quantity: 1

HER 369
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With a color temperature of 6,500 degrees Kelvin this 
TCP SpringLamp offers a very white, almost bluish-
white light. In addition it offers a 10,000 hour rated life, 
longer than many other compact fluorescent lamps, 
uses lead-free glass for better lumen maintenance over 
the life of the bulb, and incorporates amalgam 
technology to permit cooler operating temperatures 
and more consistent performance. Of course, the 
energy savings is important too. 

Please note that this bulb is not suitable for use in 
enclosed fixtures, emergency exit lights, in outdoor 
locations where it would be exposed to the elements, 
or in conjunction with dimmers or photocells. 
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Power Requirements: 120 volts AC, 60Hz 
Light Output: 1,850 lumens regular, 1,600 lumens for Mini
Rated Life: 10,000 hours 
Color Temperature: 6,500 degrees Kelvin 
Color Rendering: 84 CRI 
Minimum Start Temperature: -20 degrees Fahrenheit 
Maximum Operating Temperature: 160 degrees Fahrenheit 
Approvals: UL, CUL 
Manufacturer Warranty: 24 months 

100 Watts

Incandescent 
Comparison

PriceWattageProduct 

$16.99 Qty 427 WattsHER 307

daylight bulbs
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100 Watts

Incandescent 
Comparison

PriceWattageProduct 

$12.80 Qty 423 WattsHER 306
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Size compares to 
size of 60 Watt 
incandescent!

Page 13



www.krystal-planet.com

��������
�����
��
���

�	
��	�


This 3-way bulb will fit in many table and floor lamps with three-
way switches. At it's lowest setting the bulb will consume just 15 
watts of electricity, producing an amount of light that is roughly 
equivalent to a 50 watt incandescent light bulb. At the middle 
setting the draw will be 23 watts of power, with the light 
produced equivalent to a 100 watt incandescent light bulb. On 
the highest setting 32 watts of electricity will be used, offering 
more light than a typical 150 watt incandescent light bulb. 
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Power Requirements: 120 volts AC, 50/60 Hz 
Wattage: 11 watts, 25 watts, 32 watts 
Dimensions: 2.25" wide x 7.0" long 
Light Output: 800 / 1700 / 2200 lumens 
Color Temperature: 2,700 degrees Kelvin 
Color Rendering: 82 CRI 
Rated Lifetime: 10,000 Hours 
Approvals: UL, CUL
Manufacturer Warranty: 24 months 

50 / 100 / 150

Incandescent 
Comparison

PriceWattageProduct 

$15.99 Qty 115 / 23 / 32 HER 309

3 way & floodlight bulbs
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75 Watts

Incandescent 
Comparison

PriceWattageProduct 

$11.00 Qty 116 WattsHER 308
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This CFL indoor floodlight from TCP consumes just 16 watts of 
electricity, with the light output being roughly equivalent to that 
produced by a 75 watt incandescent light bulb.  UL listed for Wet 
locations for use outdoors or indoors.  QuickStart technology for 
fast run up time.

Power Requirements: 120 volts AC, 50/60 Hz 
Wattage: 11 watts, 25 watts, 32 watts 
Dimensions: 2.25" wide x 7.0" long 
Light Output: 800 / 1700 / 2200 lumens 
Color Temperature: 2,700 degrees Kelvin 
Color Rendering: 82 CRI 
Rated Lifetime: 10,000 Hours 
Approvals: UL, CUL
Manufacturer Warranty: 24 months 
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This dimmable indoor floodlight from General 
Electric may be used with most conventional 
incandescent wall switch dimmers. 
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60 Watts

Incandescent 
Comparison

PriceWattageProduct 

$18.50 Qty 115 WattsHER 370

dimmable floodlight bulbs
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75 Watts

Incandescent 
Comparison

PriceWattageProduct 

$19.95 Qty 126 WattsHER 371
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Light Output: R 30: 720 lumens, R40: 1,300 lumens 
Dimensions R30: Width 3.75 Inches, Length 5.1 inches
Dimensions R40: Width 5.0 inches, Length 5.6 inches 
Rated Lifetime: 6,000 hours 
Color Temperature: 2,700 degrees Kelvin 
Color Rendering: 82 CRI 
Start Temperature: 5 degrees Fahrenheit (-15 degrees 
Celsius) 
Power Requirements: 120 volts AC, 60 Hz 
Manufacturer Warranty: 4 years 
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The Lightwiz Berkeley torchiere from Harmony Lighting delivers 
superior light levels with full range dimming control. Using an 
innovative 58 watt E-2C fluorescent bulb (3000 degree Kelvin, 
4,100 lumens, 84 CRI), rated to last 10,000 hours, the torchiere's 
light output at full brightness will equal that of a typical 250 watt 
halogen torchiere. The bowl is predominantly of etched frosted 
glass to combine the classic up lighting characteristic of torchieres 
with general illumination capabilities. Harmony Lighting's "twist-
lock" connections make assembly easier than ever, saving time, 
headaches, and wire strain. The torchiere itself stands at 71 
inches high, weighs 21 pounds (for stability), and is available in a 
soft gray, white, or black. 

Dimensions: 15.5" wide bowl, 71" high, 1.5" wide pole 
Power Requirements: 120 volts AC, 60 Hz 
Manufacturer Model # (black): H58110 
Manufacturer Model # (white) : H58120 
Manufacturer Model # (gray) : H58150 
Origin: China 

$47.00WhiteHER 358

$47.00GrayHER 359

PriceColorProduct 

$47.00 BlackHER 357
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This screw-in light sensor will allow a 
light bulb or flood in an exterior 
socket to turn on automatically at 
dusk. It will also help reduce wasted 
electricity by insuring that the light 
remains off during the day. You can 
turn your existing wall switch to "on" 
during the day, and the light bulb or 
flood will remain off until dusk. You 
can then flip the switch to "off" in the 
evening when you no longer need the 
light to be on, or if you require all 
night operation leave the switch "on" 
and the light will automatically turn off 
at dawn. 

This light sensor control is compatible 
with both incandescent and compact 
fluorescent light bulbs, reflectors, and 
floods. 

Price: $8.00
HER 346
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This is a weatherproof outdoor digital timer, suitable for 
security lighting, landscape lighting, and holiday lighting. 
Most unique about it is that it has an integrated light 
sensor, allowing it to turn on and/or off automatically. 
One option is to have the timer turn on at dusk, and turn 
off automatically from 1 to 9 hours after it turns on (user-
settable in 1 hour increments). Another option is to 
override the light sensor and simply set the time you want 
it to turn on and off (in 1 hour increments). 
It has a 6 inch cord, grounded three-prong plug, and 
three-prong outlet located on bottom of timer. The 
minimum on-time is 1 hour. The maximum on-time is 9 
hours. 

Price: $16.00

HER 353

Whether you want to make you home look lived 
in when you're on vacation or just want to be 
sure a hall light is on when you get home - this 
timer makes it easy. This Intermatic Lamp Timer 
will plug directly into a 2-prong wall outlet. 
It offers up to 24 on/off settings per day. When 
any tripper is pulled out, the lamp or appliance 
will be on for that 30 minute period. When the 
tripper is pushed in, the lamp or appliance will 
be off. Timers don't get any easier than this. 

�
���
�����'�
!�#�
��� Price: $9.50

HER 347
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The Reiker Room Conditioner revolutionizes the way you heat and cool 
your living space. In the winter it is a remote controlled space heater. It 
filters, then heats a room evenly, top to bottom. Plus it still cools like a 
ceiling fan all summer long. Because the Reiker ceiling fan heater is 
super efficient, costing only pennies to run compared to other room 
heating methods, you’ll pay less to heat your home or office! 

Running a ceiling fan on warm days will create a downward breeze
that can help keep you cooler. During the winter, running a ceiling 
fan in reverse on will help re-circulate the heated air trapped at the 
ceiling, making you more comfortable. This energy efficient 
Westinghouse ceiling fan has a three-speed reversible motor and an 
integrated circular 40 watt compact fluorescent lamp that will deliver 
more light than two 60 watt incandescent bulbs. In addition, it is 
ENERGY STAR labeled, which means it is able to move 15% more 
air per watt than conventional ceiling fans can. The fan has a 
diameter of 52 inches, making it suitable for use in rooms up to 360 
square feet. 
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Price: $349.00
HER 342

Price: $109.00
HER 351
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Accent your front walk or garden with Brinkman's Sierra Solar Accent Light. On the top of each accent light is a 
photovoltaic panel that charges an internal battery when exposed to sunlight. At dusk, the light will automatically 
turn on. The amber LED light source technology provides longer run times than many other solar lights and enough 
light to mark the edge of a path or walkway. Since it generates its own power, no wiring is required, making it very 
easy to install. It can be mounted with either the ground stakes or on a vertical surface using the special wall 
bracket which is included. The housing is black plastic, so it will never rust or need re-painting. 
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Would you like a security light on your garage, garden shed, pool, or cabin but don't have easy access to 
electricity? This motion sensing security light may be the answer. It has a photovoltaic panel that can be mounted 
up to 15 feet away for placement where it will receive maximum solar exposure. The panel will convert the 
sunlight's energy into electricity and store it to power the two 10 watt quartz adjustable halogen lights during the 
evening, each of which is roughly equivalent to a 17 watt incandescent bulb. When the motion sensor is triggered, 
the lights will remain on for 90 seconds after motion was last detected. The motion detector covers a 130 degree 
area with a maximum range of 65 feet. The number of activations per night will be dependent on your 
geographical location, weather conditions, and seasonal daylight availability, but up to 120 "on" cycles can be 
stored on a full charge. This isn't the floodlight you'll want if you need to light your backyard all night, but for 
temporary illumination near a door or for added security in a remote location this Brinkman security light may be 
the perfect solution. For optimum illumination mount the main housing 6 to 8 feet above the ground, do not place 
the unit in a high traffic area, and aim the motion detector away from streets, busy walk areas, trees and bushes. 

Price: 
$76.95, 
4 pack

HER 348

HER 349

Price: $74.95

ceiling fans

solar lighting

Page 17



www.krystal-planet.com

sun tunnels
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Velux Sun Tunnels help to bring outdoor light into interior 
spaces, reducing the need for artificial light during daylight 
hours. They are especially appropriate for hallways, 
bathrooms, laundry rooms, and closets. This Sun Tunnel is 
designed to fit most shingle and shake roofs. The flexible 
tunnel is a double layer of metalized polyester film with a 
double inner layer of reinforced aluminum Sola-film and a 
highly reflective ultraviolet-proof laminate. The sleek metal 
flashing with vertical collar integrates smoothly to the roof, 
avoiding unsightly joints at the roofline. It consists of an 
exterior UV stabilized low-profile acrylic dome, a flexible tube 
that will span a straight run up to 72 inches long, and an 
interior prismatic diffuser with a dual design to reduce 
condensation. This Sun Tunnel has a leak-proof design with 
24 gauge color bond coated steel flashing suitable for use on 
shingle or shake roofs. It also has white rubber gasket seals 
for use around the interior diffuser to minimize heat loss and 
condensation in the tunnel, and the trim ring will hide 
fasteners. The 14 inch will fit between 16 inch on center 
framing, and the 22 inch will fit between 24 inch on center 
framing. 

Outside Flashing Dimensions (14"): 27.5 inches x 31.5 inches (699 mm x 800 mm) 
Outside Flashing Dimensions (22"): 33.5 inches x 35.5 inches (851 mm x 902 mm) 
Exterior Rough Opening (14"): 14.5 inch (369 mm) diameter 
Exterior Rough Opening (22"): 22.5 inch (572 mm) diameter 
Interior Rough Opening (14"): 14.5 inch (369 mm) diameter 
Interior Rough Opening (22"): 22.5 inch (572 mm) diameter 
Minimum Roof Pitch: 15 degrees 
Maximum Roof Pitch: 60 degrees 
Manufacturer Guarantee: 10 years (against defects, rust corrosion, deterioration) 

Velux Sun Tunnels help to bring outdoor light into interior spaces, reducing the need for artificial light 
during daylight hours. They are especially appropriate for hallways, bathrooms, laundry rooms, and 
closets. This Sun Tunnel® is designed to fit most shingle and shake roofs. Its rigid tunnel provides 
95% light reflectivity for maximum light output. The sleek metal flashing with vertical collar integrates 
smoothly to the roof, avoiding unsightly joints at the roofline. It consists of an exterior UV stabilized 
low-profile acrylic dome, an adjustable rigid tube with two adjustable elbows that will span a straight 
run up to 48 inches long, and an interior prismatic diffuser. This Sun Tunnel has a leak-proof design 
with 24 gauge color bond coated steel flashing suitable for use on shingle or shake roofs. It also has 
white rubber gasket seals for use around the interior diffuser to minimize heat loss and condensation 
in the tunnel. It will fit between 16 inch on center framing. 

Outside Flashing Dimensions: 22 inches x 23 inches (559 mm x 584 mm) 
Exterior Rough Opening: 10.5 inch (268 mm) diameter 
Interior Rough Opening: 10.5 inch (268 mm) diameter 
Minimum Roof Pitch: 15 degrees 
Maximum Roof Pitch: 60 degrees 
Manufacturer Guarantee: 10 years (against defects, rust corrosion, deterioration) 
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$250.0014”HER 354

$320.0022”HER 355

PriceSizeProduct 

$170.0010”HER 356

PriceSizeProduct 
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